
SIP Voice Recording System 
for Cloud base IP Phone or SIP Trunk Recording

Sipdex SIP Voice Recording system help 

organizations to gain competitive advantage 

by delivering a wide range of business and 

operational benefits including mitigating risk, 

enhancing customer satisfaction and loyalty, 

increasing productivity, reducing costs and 

ensuring legislative compliance.

SIP Voice recording

Features : 

• Support SIP 2.0 open standard

• Stereo recording

• Call recording report

• Web-based user interface

• Support mainstream IP PBX brands

• PIN Verification for recording file retrieving

• Supports face-to-face recording, telephone 

recording, and unified management

• Real Time Call Monitoring

• Supports HTML5.0 to achieve multi-device 

cross-platform management & query



Cloud Base IP Phone / IP PBX Recording Application

SIP Trunk Recording Application

Cloud base IP Phone and SIP Trunk Platform support list :

www.Sipdex.comDesign and specifications are subject to change without notice.

SIP Voice Recording System 
for Cloud base IP Phone or SIP Trunk Recording

SIP Voice Recording system 

SIP Voice Recording system 

• Alcatel • Asterisk • Avaya

• Broadsoft • Cisco • Genband

• Huawei • LG-Ericsson • Mitel

• NEC • Nortel • Panasonic

IPPBX Support List:

SIPDEX SIP Logger -Tiny 
120GB

Tiny Server，Intel Dual-Core CPU，8GB RAM，120GB mSATA SSD， Dual LAN，Single Power Supply            

（Max support 8 Concurrent Call Recording）
Storage of Recording:
~ 20,000 Hours

SIPDEX SIP Logger -Tiny 
240GB

Tiny Server，Intel Dual-Core CPU，8GB RAM，240GB mSATA SSD， Dual LAN，Single Power Supply               

（Max support 8 Concurrent Call Recording）
Storage of Recording:
~ 40,000 Hours

SIPDEX SIP Logger 
Server-1U 500GB 

1U Server，Intel Quad-Core CPU，8GB RAM，500GB HDD x2（RAID-1)， Dual LAN，Single Power 
Supply       

（Max support 64 Concurrent Call Recording）

Storage of Recording:
~ 60,000 Hours

SIPDEX SIP Logger 
Server-4US 2TB

4U Server，Intel Quad-Core CPU，16GB RAM，2TB HDD x2（RAID-1)， Dual LAN，Single Power 
Supply          

（Max support 128 Concurrent Call Recording）

Storage of Recording:
~ 240,000 Hours

SIPDEX SIP Logger 
Server-4US-RPS 2TB

4U Server，Intel Quad-Core CPU，32GB RAM，2TB HDD x2（RAID-1)， Dual LAN，Redundant Power 
Supply   （Max support 256 Concurrent Call Recording )

Storage of Recording:
~ 240,000 Hours


